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GENERAL PLAN NOTES

BEFORZ STARTING ANY EXCAVATION, THE CONIRAUICR SHALL CALL “JULIZ* AT
800-892-0:22 OR &:1 FOR FIELD LOCATIONS CF BURTED LTI ITY
FACILITIES. (46 HOURS NCTIFICATION IS REQUIRED.

ALt STATION-OFFSET CAL_ OUTS AND CURVE DATA ON THE PLANS RLFCR TG TIC
PRCPOSED CTNTERLINZ UNLESS GTHERWISE SHOWN,

IT I8 TAF CONTRACTOR’S RESPONSIBILITY TG VERIFY ALL DIMENSICNS

ALL CONSTRUCTION SHALL BE DONE IN ACCCRDANCE WITH THE “STANDARD
SPECIFICATIONS FGOR ROAD AND BRIDGE CUNSIRUCTION', ADOPTED JANJARY 1,

2012, TRE STANDARD SPECIFICATIONS FOR WATZE AND SEWER WAIN CCNSTRUCTION
INCLLLINCIS™, MAY 1996 EDITION, THE “MANUAL ON UNIFCRM TRAFFIC CONTROL
DEVICES FCR STRESTS AND HIGHWAYS™, LATEST ED:TION, THE DETAILS INCLULED

IN THE PLANS, AND THE SPECIAL PROVISIONS INCLUDCD IN THE CONTRACT DOCUMENTS.

ANY REFERENCE TG “S$TANDARDS” THROUGHOUT THE PLANS OR SPECIAL PROVISIONS SHALL
BE INTERPRETED TG BE TAt CURRENT STANDARD OF IDOT AS LISTED ON THIS SHEET.

THT CONTRACTOR SHALL NCTIFY THZ ENGINZER AT LEAST 48 HOURS IN ADVANCE 0F
BECINNING WORK, aND SHALL COORSINATL ALL CONSTRUCTION OPZRATIONS WITH
THZ CITY OF PALOS HZIGHTS. THE CCNIRACION SHALL ALSC CETAIN ANY

AND AL NECESEARY PERMITS REQUIRZIC BLTCRE THE START OF ANY CONSTRUCTICN.

THE LOCATIONS OF 2UBLIC OR PRIVATC UTILITIES SHCWN ON THE PLANS ARE APPROXIMATE,
AND THE DEPARTMENY DOLS NCT GUARANTEE THEIR ACCURACY. THE CCNTRACTCR WILL BE
REQUIRED TG ASCERTAIN THE EXACY LOCATIONS GF SUZE UTILITIFS ANG FXERCISE CARE
DURING CONS TRUCTION OPERATIONS SO AS NGT TO DAMAGE THIM, IN ACCORDANCE WITHE THE
SPECIAL PRCVISIONS AND ARTICLL 107.20 OF THE “STANDARD SPECIFICATIONS”, THZ
CONTRACTCR SHALL BE RESPCNSIBLE FOR CONTACTING THE HTILITY OWNERS SO THAT THEIR
FACILITIZS MAY BE ADJUSTED CR RELOCATED, iF NECESSARY, PRICR TC THE START 05
CONSTRUCTION CPERATIGNS UNLZSS OTHERWISZ NCTED IN THT PLANS, AL. RELOCATION WORK
CN EXISTING PRIVATE UTILIT:ES WILL BE DONE BY THE OWNER OF THAT UTILITY.

THE CONTRACTCR SHALL BE RESPONSIBLE FUR ANY OAMACE OR DESTRUCTICN OF PUR.IC CR
PRIVATE PROPERTY, AND SHALL RzZSTORE SUCK PRCPERTY AT HIS/HER OWN EXPENSC IN
ACCORDANCE WITH ARTVICLE 107.20.

THE CONTRACTOR SHALL 2ROTECT AND CAREFULLY PRESERVE ALl SECTION OR SUBSECZON
MONUMENTS DR PRCPERTY OR RzrbERENCE MARKERS UNTIL THE OWNEZR, HiS AGENT OR AN
AUTHORIZED SURVEYDR HAS WITHESSED OR CTHERWISE RCFERCNCCD THEIR OCATIONS.

WHFRF SFCTI0N CGR SUBSECTION MONMUMENTS ARE ENCOUNTERED, IHE ENGINERR SHALL 3E
NOTIFIEDS BEFCRE MORUMEN'S ARE REMOVED,

THE CONTRACIOR WILL BE KEQUIRED TC DISPCSE OF ALL SIDEWALK, CURB AND GUTTER,
PAVEMENT, AND ALL CTHER MATIRIALS EXCAVATED OR SEMOVED DUZ TO CONSTRUCTION
OPERATIONS, AT KIS EXPENSE. NO PAYMINT WILL BE MADE FOR HAHLTNG OR TRUCKING
MATERTAL TO LOTATIONS, PRCVICED 3Y THE CONTRACTOR, QUTSIDZ THE LIMITS OF IH:
IMPRUVEMENT IS INCLUDED IN THE £0S™ OF THE INDIVIDUAL REMCVAL ITEMS.

DURING CONSTRUCTION CPERATIONS, WHENEVER ANY LOOSE MATERIAL IS DEPOQSITED

iN THE FLOW LINE COF DRAINAGE STRUCTURES, SUCH THAT THE NATURAL FLOW 0F WATER
i35 OB5TRUCTED, IT SHALL BE RIMOVED 3Y THE COMTRACIOR AT THE CLOSE OF EACH
WORKING 0AY, Al THE CONCLUSION OF CONSTRUCTION OPERATIONS, ALL DRAINAGE
STRUCTURZS ShA.l BE FREE FROM DIRT AND DEZRIS. THE WORK SPECIFIER ABOYE Will
NOT BE PAIC FOR SEPARATZLY, BUT SHALL BZ CONSIDFRED TNCIUDED IN THE COST

¢ DRAINS AND SEWERS, AND DISCHARGE Sam:z. (IE/SUD SHALL PROVIDE AND MAINTAIN

WHEN EXISTING DRAINAGE FACILITIES ARE LGISTURBED, TIIE CONTRACTOR SIALL
PROVIDE AN MAINTAIN TEMPORARY OQUTLETS AND CONNECTIONS FOR ALL
PRTVATE OR PLBLIC DRAINS, SEWERS OR CATCH 3ASINS. HE/SHE SHALL PROVIGE
FACILITIES TO VAKE IN ALL ST0OSM WATER WHICH WILL BE R=CEIVED BY THESE

AN ZFFICIENT PLMPING PLANT, iIF NECESSARY, AND A TEMPCRARY OUTLET, AND
AE PREPARED AT ALL TIMES TG DISPOSZ OF THE WATEX RECEIVED FROM THESE
TEMPORARY CONNECTIONS UNTIL SUCH TIME AS THE PERMANENT CONNECTIONS

WITH SEWERS ARE BUILT AND IN SERVICE. THIS WORK WiLL NOT BE PAID FOR

JIRECTLY. BUT SHALL BE CONSIDERED INCLUDED IN THE COST CF THE CONTRALT.

BZFORE REMCVAL OF ANY UWSUITASLE MATERIAL, THE CONTRACTOR SHALL TREAY
THE SURGRADE AS PER ARTICLE 301.03 GF TEE 'STANDARD SPECIFICATIOCNS” TO THE
SATISFACTION OF ENGINEER,  UNSUITABLE MATERIAL SHALL NOT 3E USED AS
IMBANKMENT 0% FILL

UNDER THE PRCPCSED FATH AS SHOWN ON THE TYPICAL CROSS SECTICNS.

STOCKPILES STCCKPILES OF TGPSOIL AND OTHER MATERIALS SHALL NOT BE LUCAIZL WITHIN 4

WITLAND AND/GR TLOCD PLAIN.  APPROVAL OF THE LOCATION MUST BE GRTAINFD FROM THE

ENCINGER PRIOR TG PLACEMENT, IF A STOCKPILE IS TC REMAIN (N PLACE FOR MORE
THAN THREE DAYS, THE ERQSION CONTRGL MEASIRFS' SRALL BE PROVIDED, STOCKPILES
TG REMAIN IN 2LACE FOR 30 DAYS OR MORE SHALL RLCLIVE TEMPORARY SEEDING.

TREE TRIMMING | ALL BRANCHES THAT ARC LESS THAN 12 FEET ABGVE THE SURFACE OF THEZ SIDEWALK
SHALL BE REMOVEL} BY iHE CONTRACTOR. THE CONTRACTOR SHALL PERFCRM THE WORX
IN ACCORDANCE WITH ANST STANDARD A300-2001 (PART 1) £OR TRIE, SHRUB AND OTHER
WOODY PLANT MAINTENANCE AND ANSI Z133.1-1954 FOR TREE CARE OPIRATIONS

PRUNING, TRIMMING, REPAIRING, MAINTAIMING AND REMOVING FRekS AND CUTTING BRUSH. i
ThIS WORK SHALL BE INCLUZED N THE COST OF MOBILIZATION AND WILL NCT BE |
PALD FOR SEPARATELY. [

THE CONTRACTOR SEALL MAINTAIN AZCESS TO ASUTTING PROPERTY SURING THE

ACCESS T0

ABUTTING CONSTRUCTION OF THIS PROJECT, EXCEPT FOR PERIODS OF SHCRT DURATICN AS
SROPER 'Y APPROVED BY THE LCNGINZER,

i STDEWALK ADJACENT TO EXISTING LIKE PAVEMENTS, CURBING OR SIDEWALKS SHALL BE
| SAWCUT IN ACCORDANCE WIIH SECTION 440 OF THE “STANJARD SPECIFICATICNS” AND

AT THE DIRECTION OF THE ENGINZER. THE SAW CUTTING CF BITUMINOUS PAVEMENT,
ORIVEWAYS, CURBING OR SIDEWALK SHALL BE CONSIDERED INCLUDED TN THFE COST OF
THE CONTRACT AND WILL NOT BE PAID FOR AS SEPARATE ITEMS.

SA% CUTTING | “HE LINITS OF REMOVAL OF ALL CONCRETE OR BITUMINCUS FAVEMENTS, CURBING OR J
!

BFSTORATION GRASS AREAS DISTURBED CURING C©

WITH SIX INCHES TOPSQOIL AND S

TRUCTION SHALL Bi RESIORED
OR 50D AS SPECIFIED.

PRESERYVATION
OF TREES
AND. SHR:BS

THE CONTRACTOR SHALL REMOVZI ONLY THOSE TREES AND SHRUS 50 DESIGNATED

2¥Y THE ENGINEER, OR THOSE WHICK DIRZCILY INTERFERE WITH THE SAFETY OR GUALITY
OF CONSTRUCTION PRACTICES. THE CONTRACTOR SHALL EXERCIST FXTREME CARE WHEN
WORKING NEAR EXISTING TREES AND SHRUBS TO AYOID DAMAGING THMOSC MOT SCHEDULED
FOR REMOVAL, AND SHALL REPLACE ANY DAMAGED PLANTS AT HIS/HER OWN EXPENSE.

EXISTING PWREN PORTIONS OF EXISTING PAVEMENTS OR APPURTENANCES ARE TO RIMAIN In PLACE,
PAVEMENT i OR ADJACENT EXISTING PAVEMENTS OR &PPURTENMANCES ARE 70 REMAIN IN PLACE, THE

AND | CONTRACTOR SHALL FORM A PERPENDICULAR STRAISHT JOINT BY FULL-DEPTE MACHINE

APPURTENANCES | SAWING AT THE ENDS AND ALL EDBES OF PORTIONS TC BE REMOVED TO PREVENT SURFACE
SPALLING WHIN THE EXISTING PAVEMENT OR APPURTENANCE IS REMOVED. ANY DAMAGE TO
IHE XIS 1ING PAVEMENT 'OR APPURTENANCE 7C REMAIN IN FLACT SHALL BE REPAIRED OR
REMGVED ANC REPLACED BY THE CONTRACTCR AT HIS/HER OWN EXPENSE, AS JIRECTED BY
THE ENCINEER. THIS WCRK WILL NOT 8F MEASURCD OR PAID FOR SEPARATELY, BUT SHALL
BE CONSICERED INCLUBED IN ThE COST OF THE ITEM BEING REMOVED.

SEDIMENTATION AND EROSION CONTROL NOTES

A. SOIL DISTURBANCE SHALL BE CONDUCTZD IN SUCH & MANNER AS TO MINIMIZE
EROSION, SCIL STABILIZATION MEASURES SHALL CONSIDER THE TIME OF YEAR,
SITE CONDITIONS aND THE USE OF TEMPORARY COR PERMANENT MEASURLES.

3. SOl £ROSION AND SEDIMENT CONTRCL FEATURES SHALL BE CONSTRUCTED

PRIOR TG THE COMMENCEMENT OF UFLAND LIS IURBANCE.

. TEMFORARY SOIL STASILIZATION SHALL BE APPLIED TO DISTURBED AREAS WITHIN
14 CALENDAR CAYS OF TeS END OF ACTIVE HYDROLCGIC B1STURSANCE.
PERMANENT STABTLIZATION SHALL BE DONE WITHIN 14 DAYS ATTCR COMPLETION
OF FINAL GRADING CF 7THE SOI..

C. ALL STORM SEWER FACILITIES THAT ARE OR WILL BLC FUNCTIONING DURING
CONSTRUCTION SHALL BE PRCTECTED, FILTERED, OR OTHERWISE TREATED TO
REMOVE SEDIMENT.

€. ALL TEMPORARY EROSICN ANL SECIMENT CONTROL MEASURIS SHALL 8E REMCVED
WITHIN 3C DAYS AFTER FINAL SITE STABILIZATION 1S ACHIEVFLY OR AFTER THE
TEMPCRARY MZASURES ARE NO LONGER NEFOFD. TRAPPEC SEDIMENT AND OTHER
DISTURBED SOIL AREAS SHALL $E PERMANENTLY STABILIZED.

F. AL TEMPORARY AND PERMANZNT EROSION CONTROL MEASURES MUST 8F
MAINTAINED AND REPAIRED AS NEEDED. THE GFNFERAL CONTRACTOR WILL BE
RESPONSIBLE FOR INSPECTICN AND REFAIR JURING CONSTRUCTION.

G. THE £30SICN CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM
REQUIREMENTS. ADINTIONAL MEASLRES MAY BE REQUIRZD, AS [DIRECTED BY THE
ENGINEER OR GOVYERNING AGENCY.

F. THE CONTRAZTOR SHALL INSTALL ALL ERDSION CONTROL PRIOR TO THE ST4RT
07 ANY EARTHWORK.
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HIGHWAY STANDARDS

STANDARD SYMBOLS, ABBREVIATIONS AND PATERNS

TEMPORARY EROGSION COMNTROL SYSTEMS

PERPENDCICULAR CURB RAMPS FOR SIDEWALKS

DIAGONAL CURB RAMPS FOR SIDEWALKS

CONCRETE CURB TYPE 3 aND COMBINATION
CONCRETE CURB AND GUTTER

JRBAN LANE CLOSURE, MULTILANE, 2W WITH
MOUNTABLE MEDIAN

TRAFFIC CONTROL ZEVICES

STANDAND PHASE CESIGNATION CIAGRAMS
AN PHASE SZQUENCES

TRAFFIC SIGNAL MCUNTING DETAILS
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